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SMART FEVER SCREENING SYSTEM (SFSS)



Mobile version for 
easy daily setup, with 
optional battery for all 

day long support!

SMART FEVER SCREENING SYSTEM (SFSS)

Best-in-Class Hardware for infrastructure 
Parameter Spec for Thermal Imaging Camera

Sensor Type Uncooled infrared focal plane sensor

Effective pixels for Thermal 400 × 300, support D1, CIF format optional

Thermal sensitivity NETD ≤40Mk

Lens Fixed focus non-heating lens 8mm

Measurement accuracy ±0.3°C, up to 6 meters

Temperature alarm Support

Number of Target 960 per minute

Response time Temperature response time ≦ 30ms

Handy version for 
one-minute ad-hoc 
setup experience!

Quick Spec

FLIR One Pro

160 x 120 
thermal resolution

Kirin990 CPU

± 0.5℃ temperature 
accuracy 
for indoor use

Scan for 

more d
etails!!
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無 感 體 溫 監 控 系 統 



移動版可輕鬆進行日
常設置，並提供選配
電池，支持整天所需

無 感 體 溫 監 控 系 統 

業 界 領 先 的 測 溫 規 格

參數 規格

傳感器類型 非製冷紅外焦平面傳感器

有效像素 400×300，支持D1，CIF格式可選

熱敏NETD NETD ≤40Mk

鏡頭 Fixed focus non-heating lens 8mm

測量精度 ±0.3°C, 最長6米

溫度報警 支持

目標數 每分鐘960個

響應時間 溫度響應時間≦30ms

輕便版，只需一分鐘
便可安裝完成

絕佳的臨時設置體驗

輕便版規格

FLIR One Pro

160 x 120 熬像素

Kirin990 處理器

可達± 0.5℃ 測量精度 
室內使用

掃碼獲取

詳盡資訊！！
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