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Power Supply 3500mAh 3.6V AA size batteries
Power Consumption 15uA @standby, 18.8mA@lorawan Rx, 133mA @lorawan Tx
Low Battery Alarm 3.2 V
Battery Life 5 years for 15 mins report interval
Operating Life Over 10 years
Working Temperature and humidity -20 to 70℃; 5-100% (non-condensing)
Dimension 68 x 61 x 27mm

ZERO blind-zone / dead-zone
Sensing container ABS
Waterproof conformance IR65
Sensitivity ToF up to 1m (adjustable)
LoRaWan 1.0.2
Max Tx +20 dBm
Rx sensitivity -148 dBm
Antenna Built-in
Field of View Narrow 24 degree
Certification FCC, HKCA1078

Description
The LoRaWan Distance Sensor adopts LoRa Radio Frequency technology,
complying with LoRaWAN protocol. Its low power consumption and handy
connection are obvious advantages. With built-in high capacity battery, it is
free of being tied up by unnecessary cable and wiring. Its light weight enables
easy installation.

The LoRaWan Distance Sensor is specifically designed for ease of use. It is
designed to measure the consumption level of various toilet consumables,

Applications

 Smart Toilet
 Smart Facility Management
 Smart Office
 Smart Building
 Industrial 4.0

Product Features

 Support LoRaWan 1.0.2
 One-click button alarm
 Replaceable battery
 Support low power alert
 Custom-made feature
 Customer-made housing
 Designed and built in Hong Kong

Device Specifications

LoRaWan Distance Sensor

such as tissue paper, paper towel dispenser, rubbish bin level, etc. Its zero dead-zone deisgn and small
size fits into almost all existing toilet equipment. That means there is no need to change your existing
equipment to smartify your facilities. Just add this device and you can enjoy the savings by data driven
smart facility management.
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Part Number Frequency Color
AECIHWDSE20B AS923 Black
AECIHWDSE200 AS923 White

Installation
The product is designed to be light weight and be used with adhesive tape. It can be taped on wall.

In order to use adhesive tape, please follow the steps below:
 Use a dry towel to clean up on the surface to install
 Make the 3M tape adhere to the device bracket
 Press several times to make sure it gets fixed

The TOF sensor opening is supposed to point towards the center of the tissue roll to obtain maximize sensing
performance. Please refer to below for a simple illustration.

This sensor is designed with miniature housing to fit into almost all toilet equipment. In order to align with the
best sensing performance, ChinoINT is here to help in designing the best fit installation fixture whenever needed.
With the inner dimensions of the equipment known, ChinoINT is able to design the right fixture for you.

Ordering Information

Technology & Reference
The TOF (Time-of-Flight) technology offers high level of accuracy which outperform other technologies. ChinoINT
has long been producing sensors with TOF technology for high accuracy distance measurement. ChinoINT
designed sensors have been trusted by landlords and facility management of high end buildings who require
quality as well as accuracy.

ChinoINT designed TOF sensors have been deployed at airport in Hong Kong.
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Warning

Assumes no liability for any damage resulting from the use of this product. CHINOTECH
INTERNATIONAL LIMITED reserves the right to change this data sheet at any time without
notice. The information furnished by ChinoINT is believed to be accurate and reliable.
However, no responsibility is assumed by ChinoINT for its use, not for any infringements of
patents or other rights of third parties resulting from its use.

Product Warranty and Customer Support

ChinoINT warrants all products free from defects in material and workmanship for a period of
one year from the date of shipping. During the warranty period, we will, at our position, either
repair or replace any product that proves to be defective. To report any defect, please inquiry
sales@chinoint.com

Unauthorized opening and improper repairs on the device may result in substantial damage to
equipment or endanger the user. The product described in this documentation may be
operated only by personnel qualified. Qualified personnel are those who, based on their
training and experience, are capable of identifying risks and avoiding potential hazards when
working with these products. Always disconnect the power plug before you open the device.

Please have the model, serial number and a detailed problem description available when you
call. If the problem concerns a particular reading, please have all meter readings available.

This warranty does not apply to defects resulting from unauthorized modification, misuse. If
you install or exchange system expansion and damage your device, the warranty becomes void.

Product Warranty and Customer Support

We have reviewed the contents of this publication to ensure consistency with the hardware
and software described. Since variance cannot be precluded entirely, we cannot guarantee full
consistency. However, the information in this publication is reviewed regularly and any
necessary corrections are included in subsequent editions.
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