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LoRaWan Smoke & Heat Detector
Part Number: AEGSHWSH0134

Datasheet
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AEGSHWSH0134 is an IoT sensor with LoRaWAN™ compliant for smoke and heat
detector. The small but effective device is a vital fire safety early warning system, in
both the workplace and at home. While it's critical to have smoke detectors installed
both at home and at work, it's even more important to have smoke detectors
operating at home.

1. Features

 ChinoINT part number: AEGSHWSH0134
 Fire safety early warning system
 UL, VdS, CE, FCC certificates
 Integrated Smoke and Heat detector
 Battery running
 Easy installation and maintenance

Sensor Integrated Smoke and Heat Detector
Battery DC 3V lithium battery CR17450
Battery Standby 18 months
Sensitivity & Alarm
PatternUL217

1.31%/ft ~ 2.28%/ft ; Temporal Three Pattern

Sensitivity & Alarm Pattern
EN14604

0.091dB/m ~ 0.149dB/m ; Temporal Three Pattern

Smoke Sensitivity UL268 recognize component
Heat Sensitivity-UL217 57℃ ~ 65 ℃ (136℉~149℉) ; Temporal Three Pattern
Heat Sensitivity-EN 54-5 A2S： 54℃ ~ 70℃ ; Temporal Three Pattern
Standby Current Max. 15 uA(EN)/ 25 uA(UL) RF module: Max. 10 uA
Start Current Max. 3.5 mA
Alarm Current Max. 100 mA RF module: Max. 60 mA
Relative Humidity 10% to 85%RH
Operate Temperature 0℃ ~ 49℃ (32℉~120℉)
Certification UL, VdS, CE, FCC, TELEC

HKCA1078 (using ChinoINT Sensor Node AECIHWSNE200)
Accessories Screw Sets x 2

3V Lithium Battery (2400mAh) x 1

1. Overview

1.1 Technical Features

1.2 Sensor Specification
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LoRa® Module LM-130H1
Antenna CHIP Antenna
Frequency 863 ~ 870 MHz (EU)

902 ~ 928 MHz (US)
923 ~ 928 MHz (ROA)

Transmission Power 862 ~ 870 MHz (EU) @ 14 dBm
902 ~ 928 MHz (US) @ 20 dBm
920 ~ 928 MHz (ROA) @ 20 dBm

Current Consumption Receiving: 21 mA (typical)
Transmitting: 125 mA (typical)
Sleeping: 5 uA (typical)

Transmission Distance 1 KM ~ 10 KM (980 bps)
Receiving Sensitivity -132 dBm @ 980 bps
Operate Temperature 0℃ ~ 49℃ (32℉~120℉)
Dimension (Diameter)120 mm x (Depth)53 mm
Weight 112.5g

Part Number Frequency Certification
AEGSHWSH0134 AS923 UL, VdS, CE, FCC, TELEC
AEGSHWSHH134 AS923 UL, VdS, CE, FCC, TELEC

HKCA1078 (using ChinoINT Sensor Node AECIHWSNE200)

1.3 LoRa Specification

1.4 Ordering Information
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Assumes no liability for any damage resulting from the use of this product.
CHINOTECH INTERNATIONAL LIMITED reserves the right to change this data sheet at
any time without notice. The information furnished by ChinoINT is believed to be
accurate and reliable. However, no responsibility is assumed by ChinoINT for its use,
not for any infringements of patents or other rights of third parties resulting from its
use.

ChinoINT warrants all products free from defects in material and workmanship for a
period of one year from the date of shipping. During the warranty period, we will, at
our position, either repair or replace any product that proves to be defective. To
report any defect, please inquiry sales@chinoint.com

Unauthorized opening and improper repairs on the device may result in substantial
damage to equipment or endanger the user. The product described in this
documentation may be operated only by personnel qualified. Qualified personnel
are those who, based on their training and experience, are capable of identifying
risks and avoiding potential hazards when working with these products. Always
disconnect the power plug before you open the device.

Please have the model, serial number and a detailed problem description available
when you call. If the problem concerns a particular reading, please have all meter
readings available.

This warranty does not apply to defects resulting from unauthorized modification,
misuse. If you install or exchange system expansion and damage your device, the
warranty becomes void.

We have reviewed the contents of this publication to ensure consistency with the
hardware and software described. Since variance cannot be precluded entirely, we
cannot guarantee full consistency. However, the information in this publication is
reviewed regularly and any necessary corrections are included in subsequent
editions.

2. Warning

3. Product Warranty and Customer support

4. Disclaimer of Liability
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