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Dimension Typical for One arm: 30 x 30mm
Length variable up to 250cm
LoRaWan Sensor Node: 83 x 58 x 33 mm (Housing can be custom-made to fit application)

LoRaWan 1.0.2
Frequency Band CN470/EU433/AS923 (Contact us for other frequencies)
Detection Range Up to 50 m wide

Up to 2.5m height
IR Separation 200mm (contact us for customization)
Anti-noise 3000 Lux (white / florescence); 1000 Lux (Sunlight)
Power 12V DC
Rating IP65 (upgradable to IP68)
Operating condition -10 - 40C, 10-95% RH (non-condensing)
Certification HKCA1078 for sensor node (LoRaWan version)

Description
The LoRaWan IR Fence is for easy intrusion detection. The protected area can
be 2D or 3D, such as intrusion across a plain barrier or a 3-dimension space.
Designed with LoRaWan technology making it easy to deploy and IOT-ready

Applications

 Smart Facility Management
 Industrial4.0
 Smart Asset
 Smart Building

Device Specifications

LoRaWan IR Fence

Product Features

 Support LoRaWan 1.0.2
 2D / 3D Fencing
 Customer-made housing
 Designed and built in Hong

Kong
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Part Number Protocol
AECIHWIFXXYY LoRaWan AS923
Legend - XX Width in cm. example: 100 cm, XX = 10; 20m, XX = 2J
Legned - YY Height in cm. Example: 58cm, YY = 58; 1.9m, YY = 1I
AECIHWIF25SP Shielding Pole (One pair)

Installation
The IR Fence is designed for easy installation. Wall mount and pole mount is preferred.

Please make sure space between IR fence are clear during installation and operation.

Please make sure the sensor alignment for best performance.

The following L-shaped brackets are included by default.

If floor mounting is preferred, the following shielding pole can be ordered separately.

Shown in the middle is the shielding pole. The one on the left and right are illustration of the shielding pole with IR
fence sensor.

Ordering Information
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Warning

Assumes no liability for any damage resulting from the use of this product. CHINOTECH
INTERNATIONAL LIMITED reserves the right to change this data sheet at any time without
notice. The information furnished by ChinoINT is believed to be accurate and reliable.
However, no responsibility is assumed by ChinoINT for its use, not for any infringements of
patents or other rights of third parties resulting from its use.

Product Warranty and Customer Support

ChinoINT warrants all products free from defects in material and workmanship for a period of
one year from the date of shipping. During the warranty period, we will, at our position, either
repair or replace any product that proves to be defective. To report any defect, please inquiry
sales@chinoint.com

Unauthorized opening and improper repairs on the device may result in substantial damage to
equipment or endanger the user. The product described in this documentation may be
operated only by personnel qualified. Qualified personnel are those who, based on their
training and experience, are capable of identifying risks and avoiding potential hazards when
working with these products. Always disconnect the power plug before you open the device.

Please have the model, serial number and a detailed problem description available when you
call. If the problem concerns a particular reading, please have all meter readings available.

This warranty does not apply to defects resulting from unauthorized modification, misuse. If
you install or exchange system expansion and damage your device, the warranty becomes void.

Product Warranty and Customer Support

We have reviewed the contents of this publication to ensure consistency with the hardware
and software described. Since variance cannot be precluded entirely, we cannot guarantee full
consistency. However, the information in this publication is reviewed regularly and any
necessary corrections are included in subsequent editions.
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