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The API below is given for testing purposes. The API retrieves the current temperature reading from
the Smart Toilet POC (Proof-Of-Concept) server.

1. atures

ChinoINT uses JWT for request auth. You will need to populate “X-Authorization”

header using “Authorize”.

http://host:port/api/auth/login

In order to get the JWT token, you need to execute the request with the following

parameters:
 http://150.109.76.105/ (http://chinoint.onthewifi.com) is ChinoINT testing cloud

server
 "chinoint.gregory@gmail.com" is username for the testing account (email)

 “password1234” is the password for testing account

The following example assumes using Postman as the tool. Please refer to

[https://www.postman.com/] for more info.

POST http://150.109.76.105/api/auth/login
raw {"username":"chinoint.gregory@gmail.com","password":"password1234"}

ChinoINT REST API

1.1 REST API JWT

http://150.109.76.105/api/auth/login
http://www.chinoint.com
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Headers Content-Type application/json

Our testing server will response as below, and the token is returned

http://www.chinoint.com
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Time series data values API

Each sensor has its own device ID and each data has its key name and time. You can fetch
list of latest values for particular entity id using GET request to the following URL

http://host:port/api/plugins/telemetry/{entityType}/{entityId}/values/timeseries

Field Meaning Constant string
Host:port IP address or domain name of the server Yes
/api/plugins/telemetry Get telemetry data information Yes
/{entityType} Each sensor represents one “Device”.

For example: IAQ sensor is one “device”,
rubbish bin sensor is another “device”

Yes

/{entityId} Each sensor has its own device ID No, depend on sensor.
The ID given below is
for testing purposes.

/values Get the sensor data.
For example: IAQ sensor has temperature,
humidity, PM2.5 ....
Using “Query Params” with its keys name
to get the corresponding value
The key name of IAQ sensor temperature
value is “Temp”

Yes

/timeseries Based on time to get the value, can be a
time slot or a period of time. (If no mention,
return the latest entry value)

No

 http://150.109.76.105/ is ChinoINT testing cloud server
 /{entityId} : “4ba1bc10-5875-11ea-b882-d736ceb822e3”
 Query Params keys=Temp, to gets sensor “Temp” value
 Set ‘X-Authorization’ to “Bearer $YOUR_JWT_TOKEN”

1.2 Data API
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Use the token got from /api/auth/login

Headers Content-Type application/json

Our testing server will response as below
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